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Purpose
[bookmark: _GoBack]To boot-up a CHESS roll station.
Materials and Equipment Needed
1. CHESS Roll Station
2. CHESS Private Network Switch
3. CHESS Public Network Switch
4. Private network cable (red)
5. Public network cable (white)
Safety
a) No safety issues
Procedure
1. Plug roll station power strip cable into power outlet.
2. Connect MDCP to CHESS Private Network using private (red) network cable.  (Fig. 1a)
3. Turn on MDCP by using the power switch on the front of the unit.
4. Connect PC to CHESS Public Network using public (white) network cable.  (Fig. 1b)
5. Open right front hatch on PC, press power switch.  (Fig. 2)
6. Once PC has booted, type in ‘00000000’ when prompted for password, press [ENTER].
7. Log in as specuser:
a. username: specuser
b. password: CThrooMe 
8. Open konsole, type spec to launch SPEC.







Figures
[image: C:\Users\gat22\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\100_0297.jpg] [image: C:\Users\gat22\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\100_0300.jpg]
Figure 1a: MDCP port for private network cable Figure 1b: PC port for public network cable
[image: C:\Users\gat22\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\100_0301.jpg]
Figure 2: PC Power switch (circled)
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